Compact style.

Highlights

« Internal antenna

« 1.3 megapixel camera with flash
« Superphonic ring tones

» Text tones

* Mobile AIM® service*

Additional Features

« Full featured camera with dedicated camera button, multi-shot adjustment,
auto-focus, self-timer, resolution adjustment, white balance, color effects
adjustment and fun frames

« Easy-to-use keypad with direct access to volume control and speakerphone
« Large, vivid, internal color display to take it all in

« Color picture caller ID to see who's calling

« Picture and text messaging

« Predictive text-input software for rapid text entry

« Voice-activated dialing

« Vibrate alert

« Secure battery with patent-pending technology

« Photo phone book to store up to 500 contacts

« Scheduler, alarm clock, stopwatch, countdown timer, calculator, tip calculator,
and voice memos

* Web access and the ability to send and receive e-mail*

« Java technology*

Technical Specifications: » Wireless Application Protocol (WAP) 2.0 browser*
CDMA Usage Times « CDMA2000® 1X and AGPS/ E-911 capable*
« CDMA Usage times: 3.5 hours * Supports multiple languages
« CDMA Standby times: 165 hours « TTY/TDD for the hearing impaired*
Times may vary based on user settings, feature use and . . . )
network configuration. *Depending on services available from your carrier.
Accessories
Screen Resolution « Fashion cases
» Main: 128 x 160 pixels, 65K-color STN * Premium cases
* External: 96 x 16 pixels, B&W STN « Holster
» Hands-free headset
Camera . - * Click ‘'n Go
* 1.3 megapixel with integrated flash and
dedicated camera button * Travel charger
* Vehicle power charger
Battery Type * Secure battery
;)Utf to 900 mAh lithium ion (Lilon) standard « Extended battery
attery .
» Up to 1800 mAh lithium ion (Lilon) extended Spare batterv charaer
battery
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Size 0l KYOCERT
*3.54x1.81x0.92in.
Visit our Web site at www.kyocera-wireless.com
Kyocera Wireless Corp., 10300 Campus Point Drive, San Diego, CA 92121
USA 1-800-349-4188, Outside USA 1-858-882-1410
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*-22° to 140°F

Battery performance limited in temperatures 09/06
below 32° F (0°C)




