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Technical Specifications 

CDMA Talk and Standby Times: 
• Talk time: Up to 3.3 hours (200 minutes) 
• Standby time: Up to 200 hrs 
Times may vary based on user settings, feature use  
and network configuration. 
 
Screen Resolution: 
• 1.8” (diagonal) 128 x 160 pixels CSTN 
65K-color display 

 
Battery Type: 
• 700 mAh lithium ion (LiIon) battery 
 
Mode: 
• CDMA2000® 1xRTT tri-band  
(800, 1900 MHz, AWS)* 
 
Size:  
• 4.29 x 1.73 x 0.51 in (109 x 44 x 13.5 mm) 
 
Weight: 
• 2.5 ounces (70.8 grams) 
 
Operational Temperature: 
• -22° to 140°F (-30° to 60°C) 
Battery performance limited in  
temperatures below 32° F (0°C) 
 
* Carrier dependant  

Even basic can be beautiful. 
 
Highlights 
• Sleek, streamlined design  
• Large display, keypad and texting fonts 
• Robust sound quality 
 
Additional Features 
• Wireless Application Protocol (WAP) 2.0 browser 
• SMS and instant messaging* 
• Airplane mode 
• Contact directory of 250 names with up to five numbers each 
• Alarm, calculator, scheduler, stopwatch, timer, tip calculator  
   and world clock 
• Voice memos 
• Speakerphone with dedicated function key 
• Vibrate alert 
• Supports multiple languages (English and Spanish) 
• TTY/TDD support for the hearing impaired* 
• HAC compliant 
• CDMA2000® 1X and S-GPS/ E-911 capable* 
*Depending on services available from your carrier. 
 
 

Accessories  
• Standard lithium ion (LiIon) battery 
• Travel charger 
• Vehicle power charger  
• Fitted case 
 
    

Visit our Web site at www.kyocera-wireless.com 
Kyocera Wireless Corp., 10300 Campus Point Drive, San Diego, CA 92121 
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