Highlights

* Premium design with soft-feel finish

« Internal antenna for a progressive look and compact feel

* Built-in speakerphone

« Large color display for quick read of numbers and graphics
* Polyphonic ringtones

\ Additional Features
\ » Wireless Application Protocol (WAP) 2.0 browser*
| « BREW® enabled for downloading simple games, ringtones, wallpapers
| and screen savers*
|+ Contact directory for personal and business information
|« Scheduler, calculator, alarm clock, stopwatch, tip calculator,
| countdown timer, world clock and voice memos
| * SMS / EMS capable*
* Predictive text-input software for rapid text entry
* Voice-activated dialing
* Vibrate alert
« CDMA2000® 1X and AGPS/E-911 capable*
| » TTY/TDD support for the hearing impaired
[ HAC compliant

[ *Depending on services available from your carrier.

Technical Specifications |'

CDMA Talk and Standby Times: | Accessories
* Talk time: Up to 220 minutes (3.7 hours) « Standard lithium ion (Lilon) battery
« Standby time: Up to 180 hours » Hands-free headset

Times may vary based on user settings, feature use

* Travel charger
and network configuration.

* Vehicle power charger
* Travel charger

« Standard case

* Universal pouch

« mobile PhoneTools®

Screen Resolution:
» 128 X 128 pixels, 65k-color STN

Battery Type:
* 900 mAh lithium ion (Lilon) battery

Mode:

« CDMA2000® 1x dual-band digital
(800 & 1900 MHz)
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Visit our Web site at www.kyocera-wireless.com
Kyocera Wireless Corp., 10300 Campus Point Drive, San Diego, CA 92121
USA 1-800-349-4188, Outside USA 1-858-882-1410

Size:
*3.40x1.72x0.83in
(86 x 44 x 21 mm)

o
Safety—\ " '
Your most

impaortant call

Weight:
« 3.3 ounces (93 grams)
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Operational Temperature:
¢ -22° to 140°F (-30° to 60°C)
Battery performance limited in

\_ temperatures below 32° F (0°C)

Features and specifications are subject to change without notice. Non-metric weights and measures are approximate. Not all products may be available in
your area.
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