
    

Technical Specifications: 
CDMA Usage time 
• CDMA Usage times: Up to 215 minutes  
• CDMA Standby times: Up to 175 hours  
Times may vary based on user settings, feature use and  
network configuration. 
 
Battery Type: 
• Up to 900 mAh lithium ion (Lilon) battery 
 
Vocoders: 
• 13 Kbps (PureVoice™) and EVRC  
 
Size:  
• 1.88 x 3.46 x 0.98 in (48 x 88 x 25 mm) 
 
Weight: 
• 3.5 ounces (100 grams)  
 
Operational Temperature: 
• -22° to 140°F (-30° to 60°C) 
Battery performance limited in temperatures 
below 32° F (0°C) 
 
 

Highlights 
• Stylish, sleek, clamshell design  
• Ergonomic design 
• Vivid color display 

Additional Features 
• High quality, 65,000 color display (128 x 128 pixels) for enhanced 

content viewing  
• BREW capable* - download ringtones, games, wallpapers, information 

and more (available only on the KX9e) 
• Two-way text messaging with Enhanced Messaging Services (EMS); 

jazz up messaging with graphics, sounds and fonts* 
• Contact directory stores personal and business information 
• Includes scheduler, calculator, alarm clock, stopwatch, tip calculator and 

countdown timer 
• Predictive text-input software for rapid text entry 
• Speakerphone  
• Vibrate alert 
• GPS locator* 
• CDMA2000 1X and E-911 capable* 
• TTY/TDD enabled for the hearing impaired* 

*Depending on services available from your carrier. 
 

Accessories 
• Standard lithium ion (LiIon) battery 
• Extended lithium ion (LiIon) battery with door 
• Battery-only charger 
• Vehicle power charger 
• Travel charger  
• Hands-free headset 
• Portable hands-free car kit 
• Case with clip 
• Belt clip 
• Pouch 
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