Do it all.

In style.

Highlights

* Unique clamshell design.

* Six-line, full bitmap with easy-to-use external caller ID.

+ Optional customizable faceplates.

* 65,000-color display; high quality for enhanced content viewing.
» Enhanced text messaging.*

» Easy-to-use speakerphone.

Additional Features

» Wireless Application Protocol (WAP) 2.0 browser to easily view your
favorite Web sites specially formatted for your phone *

KYOCERS * Built-in polyphonic ring tones, screen savers and caller alerts

* BREW™ allows for downloads of games, ringers and much more *

* Predictive text-input software for rapid text entry

+ Contact directory stores personal and business information

* Includes scheduler, calculator, alarm clock, stopwatch, tip calculator,
countdown timer and voice memo

* Voice-activated dialing and vibrate alert

+ CDMA2000 1X and E-911 capable*

* Supports multiple languages

* TTY/TDD enabled for the hearing impaired*

*Depending on services available from your carrier.

Technical Specifications: Accessories

CDMA Talk and Standby Times + Standard lithium ion battery: Up to 810 mAh

- CDMA Talk times: Up to 3.5 hours » Extended lithium ion battery: Up to 1350 mAh
- CDMA Standby times: Up to 180 hours * Battery charger

Times may vary based on user settings, feature use and network * Car power adapter
configuration. * Travel charger

* Installed hands-free car kit

Battery Type: * Portable hands-free car kit
« Standard battery: Up to 810 mAh lithium ion « Data kit — USB version
(Lilon) battery
» USB data cable
» Extended battery: Up to 1350 mAh lithium ion « Holst
(Lilon) battery olster
* Case with clip
Size: « Faceplates
*1.73inx3.46in x 0.94 in * Headset
(44 mm x 88 mm x 24 mm) * Belt clip
Weight:
* 3.4 ounces (97 grams) &
Vocoders: {g KYOCERd Safety-\"")
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* 13 Kbps (PureVoice™) and EVRC important call
Visit our Web site at www.kyocera-wireless.com T

Kyocera Wireless Corp., 10300 Campus Point Drive, San Diego, CA 92121

USA 1-800-349-4188, Outside USA 1-858-882-1410

Operational Temperature:
+-22° to 140°F (-30° to 60°C)

Battery performance limited in temperatures
below 32° F (0°C)
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